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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 
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Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
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AMENDMENT NO, 1 SEPTEMBER 1976 

TO 

IS:7214-1974 SPECIFICATION FOR DRIVING 
SQUARES FOR HAND SOCKET WRENCHES 



Corrigenda. 

(Page 1 $ clause 2.1, Figures) - In- 
corporate 'Type A 9 under the figure on 
left hand side and 'Type B' under the 
figure on right hand side, 

(Page 1 $ elause 2*2, Figures) - In* 
corporate "'Type C under the figure on 
left hand side and 'Type D' under the 
figure on right hand side. 

(BDC 12) 



Reprography Unit, ISI, Nev Delhi 



UDC 921883: 621-472 



( First Reprint JULY 1885) 
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/ncf/an Standard 

SPECIFICATION FOR 

DRIVING SQUARES FOR HAND SOCKET WRENCHES 



1. Scope — Lays down the requirements for driving squares for hand socket wrenches. 

2, Dimensions 
2.1 Male Squares 
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Alt dimensions in millimetres. 










Type 


Nominal 
Dimension 
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Appro* 

3 
5 
6 
7 


Max 
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'i 


'. 


'I 

Max 


Max 


Min 


Max 


Min 

80 
12*2 
16*3 
24*4 
32*4 


Max 


Dim 


Tol 


A(B) 
A(B) 
A(B) 
B(A) 
B 


63 
10 
12*5 
20 
25 


6*350 

9*525 

12*700 

19*050 

25*400 


8*260 

9*435 

12*590 

18*920 

25*270 


30 
4*3 
5*0 


8*4 
12*7 
16*9 
25*4 
34*0 


7*5 
11*0 
15*5 
230 
280 


4*0 

5*5 

80 

10*2 

15*0 


=fc0*18 
£0*18 
£0*22 
£0*27 
sfcO'27 


0*5 
0*6 
0*8 
1*t 
1*6 



2.2 Female Squares 




CHAMFERED OR ROUNOED IN 
ORMITY WITH RAOIUS ft 
MALE SQUARE 



CHAMFEREO OR R0UN0E0 W\KS2-M 
CONFORMITY WITH RAOIUS n 
OF MALE SQU ARE 




All dimensions In millimetres. 



Typ» 


Nominal 
Dimension 
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Min 
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Min 


Min 
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Max 


Min 


Dim 


Tol 


C(D) 

m 

D(C) 
D 


8*3 
10 
12*5 
80 
28 

re* r~ 


6*625 

9*800 

13*025 

19*435 

25*785 


6*405 

9*580 

12*755 

19M05 

25*455 


5-6 
60 
6'5 


8*5 
12*9 
17*1 
25*6 
34*3 


8*0 
11*5 
16*0 
24*0 
29*0 


4*0 

5*5 

80 

10*2 

15*0 


&0-18 
dfcO'18 
±0*22 
±0*27 
ds 0**27 


4 
4 
S 


30 
3*5 
4*0 
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2.3 lie use of types shown in brackets in 2.1 and 2.2 should be avoided. It is not recommended that 
types B and C are used together. 

ft Material —Suitable materials as to withstand the torque applied to socket wrench assembly accord- 
ing to Series'* £' of IS : 6131-1971 * Technical requirements for hand-operated wrenches ( spanners ) 
end sockets '. 

Suitable Example: 

40Cr1. SOCrl, 60Cr1 V23 of IS : 1 570-1961 ' Schedule for wrought steels for generel engineer- 
ing purposes \ — 

3.1 The spring shall be manufactured from spring steel of designation 60Cr1 of IS ; 1570-1961. 

3.2 The balls shall conform to IS : 2898*1968 ' Specification for chromium alloy steel balls 9 . 

4. Designation — A driving square for hand-operated socket wrench of Type A, whh nominal 
dimension of 10 mm shall be designated as: 

Square A 10, IS : 7214 

5. Sampling— Unless otherwise agreed to between the buyer and the seller the procedure given in 
IS : 2500 ( Part I )-1963 ' Sampling inspection tables: Part I Inspection by attributes and by count of 
defects', shall be followed for sampling inspection. The sampling plan with Inspection level III and 
acceptable quality level ( AQL ) of 2*5 percent given in Tables 1 and 2 shall be followed. 

•• Marking — The driving square shall be marked with nominal dimension across flat manufacturer's 
name or initial and recognized trade-mark. 

••1 ISI Certification Marking — Details available with the Indian Standards Institution. 



EXPLANATORY NOTE 

, . Thi» standard deals with driving male and femele squares for being ueed with eocket wrenches. 
While preparing the standard, assistance has been derived from ISO Recommendation ISO/R 1 1 74-1 970 
' Assembly toots /or bolts end screws — Driving squares for power socket wrenches and hand eocket 
wrenches'-, issued by the International Organization for Standardization. 
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